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MDORANDUM FOR :  Deputy Direchor (M ane)
BUBIRCT : Je58's Engine Design Compronises
1. Subsequent to the last QXCART u'zﬁu;ma, 25X1
- vth?mﬁuiyam cbiems @,m,mmugmm
with desisn choice of engine versions. ooy
2. : deals with the eurrvent welght
status . indicates that the current expected welght

e rat flight test engine is estizmated at 6,097 pounds versus
?Mim weight for the Zirst flysble engine of 5,697 pounds,

3. In crdsr that the speciricstion weight oan be reached, Pratt &

Whitney will have to substitute titanium in plece of the ord
/_@mg stainless steel or WJMWM 25X1

L. The exsct identificatiou of the affected parts and the assess-
ment of design choice of the meterials, weights, and alloweble tempersture
performance is under deteiled study by Pratt & Whitney.

« The atisshed weport by is sn excellent sumary of 25X1
thwcimﬁmu 1t now stands. VI O8VOLe amddeﬂ?fa:b‘bmﬂm
to this problem until at least the next scheduled suppliers’ mesting.

Attachment: OXC-0617

CH/TAS/DPD/EPK; Chief, Technical Dgu;miq Btafy
14 July 1960 TFD-
Distribution: O & 1 - DD/P w/att 3
1 - DB/DPD/Wo/a.tt/ o [ol e
1 - CH/TAS/DPD wo/att woro e e ¢
1 - RI&DPD wo/aitt > 25X1
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